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This type of straight edged stave is manufactured in pre-lacquered 
aluminium and can be cut to measurements as required allowing 
fast and easy installation.

Allows two types of finish: panels either with 10 mm grooves or 
joined. The separation of the panels depends on the batten used. 
The non-separated panel finish produces continuous smooth ceil-
ings offering a sensation of width.

The colours of our staves combine in an original way with indoor 
and outdoor spaces.

The staves' material ensures ceilings are highly resistant and dura-
ble, while also making them easy to clean.

Silver Finish

treviso
stave

White Finish

metallic ceilings staves
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Staves manufactured from pre-lacquered aluminium 0.45 mm thick (0.55 mm in Treviso 
200 and 300), plus coatings formed by cold rolling.

Staves pre-lacquered in polyester with a minimum thickness of 20 micrometres. This type 
of finish is highly resistant to corrosion and offers excellent durability (gloss and colour 
retention).

formats

MODEL PLATE   BOX

mm m2 units

Smooth 100 x 19 - 10

150 x 19 - 10

200 x 19 - 10

300 x 19 - 10

* Please check minimum quantities

finishes

treviso stave

Smooth

technical characteristics

Reaction to fire Durability % Recycled Material

A1 Class B 18%

standard colours

White THU

Silver THU 9006

Other colours upon request. 

performance features

MODEL Units by m2

Treviso Stave 100 mm joined 10.00 ml

Treviso Stave 100 mm separate 9.10 ml

Treviso Stave 150 mm joined 6.70 ml

Treviso Stave 150 mm separate 6.25 ml

Treviso Stave 200 mm joined 5.00 ml

Treviso Stave 200 mm separate 4.80 ml

Treviso Stave 300 mm joined 3.35 ml

Treviso Stave 300 mm separate 3.25 ml

MODEL Units by m2

Treviso Batten (d = 1 m) 1.00 ml

Units Stave union clip 4.00 units

Units Edge finishing clip/
Units U-20 Clip

4.00 units

Hanger parts (d = 1) 1.25 units

Edge finish/U-20 0.50 ml

4 hangers in a batten measuring 3 metres
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treviso stave

accessories

Batten
Element for the lengthwise attachment of the 
Treviso staves which is suspended from the 
framework via threaded rods housed in the 
upper part.

Treviso Stave union clip
Plastic clip specially designed for joining to-
gether Treviso staves.

Edge finish
Profile designed to support the panels around 
the perimeter by means of plastic clips.

U-20 perimeter
Profile designed to support the panels around 
the perimeter by means of plastic clips.

Edge finishing clip
Plastic clip specially designed for joining to-
gether perimeter staves.

Splice part 
U-shaped part inserted in the meeting point 
between two staves. Keeps the line even and 
helps disguise the join between the two. 

mounting
The panels fit into “Ω”-shaped battens with a predetermined prong 
arrangement. These battens have holes on their top side, which house 
threaded rods that are used to suspend the system from the upper 
framework.

*For more information, please see the mounting manual

Mounting ManualTechnical File

U-20 finishing clip
Plastic clip specially designed for joining to-
gether the U-20 profile.


