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This model is comprised of staves 200 and 300 mm wide and up to 
6 metres long, which allows them to be installed in all spaces, cut to 
the exact size required. The hidden batten system ensures a highly 
stylish, modern, continuous metal ceiling. They are manufactured in 
a wide range of colours and finishes.

The tongue-and-groove joint system allows staves to be installed 
without a batten for certain lengths with no risk of the staves sep-
arating. This ceiling format is ideal for kitchens and bathrooms. Its 
glossy white finishes leave interiors looking bright. Easy to clean and 
highly durable, it is ideal for more modern spaces. Its design grants 
the stave special strength and consistency, allowing for significant 

lengths and improved performance. 
The option of perforation also allows 
it to be installed in other spaces with 
specific acoustic needs and these are 
always improved with the inclusion of 
an acoustic fleece.

venecia
stave

metallic ceilings staves

Perforated Finish

Smooth Finish
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MODEL PLATE   BOX

mm m2 units

Smooth 200 x 27.5 x 28 - 10

300 x 27.5 x 28 - 8

Perforated 300 x 27.5 x 28 - 8

Please check minimum quantities

finishes

Smooth

venecia stave

Perforated Ø2
U | 9% perforated
M | 19% perforated

Perforated Ø1,5
U | 11% perforated  
ML | 5% perforated

Perforated Ø0,7
U | 2% perforated

standard colours

White THU

Silver THU 9006

Other colours upon request. 

Perforated Ø2.5
U | 13% perforated

performance features

MODEL Units by m2

Venecia Stave 200 mm 5.00 ml

Venecia Stave 300 mm 3.34 ml

Venecia Batten (d = 1) 1.00 ml

Units Stave union clip 4.00 units

Units Edge finishing clip 4.00 units

Hanger parts (d = 1 m) 1.25 units

Edge finish 0.50 ml

4 hangers in a batten measuring 3 metres

technical characteristics

Reaction to fire Durability % Recycled Material

A1 Class B 18%

Staves manufactured from pre-lacquered aluminium 0.45 mm thick 
(Venecia 200) or 0.55 mm thick (Venecia 300), plus coatings formed 
by cold rolling.

Staves pre-lacquered in polyester with a minimum thickness of 20 
micrometres. This type of finish is highly resistant to corrosion and 
offers excellent durability (gloss and colour retention).
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Venecia Stave Detail

technical detailsmounting

Staves are fitted on battens with wings that are closed manually once 
the staves have been positioned correctly. These battens have holes 
on their top side, which house threaded rods that are used to suspend 
the system from the upper framework.

They can also be installed in lengths of up to 2.5 m without the need for 
an upper batten (self-supporting); instead, they are simply supported 
on their short ends via angle pieces or traditional T-shape profiles.

*For more information, please see the mounting manual. 

Mounting ManualTechnical File

accessories

Batten
Element for the lengthwise attachment of the 
Venecia staves which is suspended from the 
framework via threaded rods housed in the 
upper part.

Venecia/Roma Stave union clip
Plastic clip specially designed for joining to-
gether Venecia staves.

Edge finish
Profile designed to support the staves around 
the perimeter by means of plastic clips.

Acoustic veil
0.2 mm thick acoustic veil which prevents 
the build-up of dust and dirt. Fixed to the in-
side face by thermal activation.

Edge finishing clip
Plastic clip specially designed for joining to-
gether perimeter staves.

venecia stave

Splice part 
U-shaped part inserted in the meeting point 
between two staves. Keeps the line even and 
helps disguise the join between the two. 


