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Wood chip wall and ceiling panels are made using vegetable 
fibres from sustainable forests. Elongated fir fibres are mixed 
with cement to obtain a rigid material that is characterised by its 
outstanding acoustic behaviour. Ceilings made from this mate-
rial provide warmth and aesthetics. This 100% natural product is 
known for its excellent sound absorption qualities, creating excel-
lent acoustics in all spaces.

In addition, it gives building solutions a unique appearance along 
with high acoustic comfort. The wood chip panel solution is 
excellent for projects involving creative modelling and colours, as 

well as for use at swimming pools 
given its good performance in 
damp settings.

wood chip

non-metallic ceilings

Grey Cement Finish

Natural Finish
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P5 system: continuous ceiling system of panels with 5 mm bevel 
screwed into TC profiles.

P0/P5 system: removable system where panels are supported by a 
structure suspended from T-shaped profiles 24 mm wide and 38 mm 
high.

K5-FN system: removable system where panels are supported by a 
hidden structure of T-shaped profiles 35 mm wide and 38 mm high in 
galvanised steel. 

accessories

TC profiles
Set of C-shaped profiles manufactured 
from galvanised steel, designed to in-
stall false continuous ceilings made 
from screwed wood chip panels. This 
system is recommended for the K5 
model.

T-24/T-Decor 24/T-Clip 24
Suspension systems composed of T-shaped 
primary and secondary profiles with a 24 
mm base, forming a rectangular structure 
over which the panels rest. This system is 
recommended for K0-5 and K5-FS models.

T-35
T-shaped galvanised steel profiles with a 
pre-lacquered or galvanised 35 mm base, 
knurled or unknurled. This composes a 
modular structure made up of primary and 
secondary profiles. This system is recom-
mended for the K5-FN model. (Hidden re-
movable)

performance features

technical characteristics

MODEL Units by m2

600 x 1200 plate 1.39 units

593 x 593 plate 2.80 units

593 x 1193 (T24) plate 1.39 units

4 hangers in a primary profile

Plate 
thickness

αw up to   Acoustic 
Absorption Class

Reaction to 
fire

Durability % Recycled Material

20 mm 0.85 B B-s1, d0 Class C Wood from sustainable forests (PEFC)

25 mm 0.90 A B-s1, d0 Class C Wood from sustainable forests (PEFC)

35 mm 0.90 A B-s1, d0 Class C Wood from sustainable forests (PEFC)

See A2 models

finishesformats

available edges

Why choose Wood Chip?

1. Good acoustics: high sound absorption 
2. Effective fire protection

3. Healthy indoor climate: green and biological materials
4. High durability: robust and resistant to impact and moisture
5. Versatile, easy and cheap installation
6. New ideas: availability of a wide variety of finishes

MODEL PLATE   PALLET

mm m2 units

Natural Fine Wood
P0

20 x 593 x 1193 36 50

20 x 593 x 593 36 100

25 x 593 x 1193 28.8 40

25 x 593 x 593 28.8 80

Natural Fine P5 Wood 25 x 600 x 1200 28.8 80

Natural Fine K5-FN Wood 35 x 600 x 1200 20.16 28

Natural Fine P5G Wood 25 x 593 x 593 28.8 160

HIDDEN SCREWED P0 VISIBLE SUPPORTED P0 HIDDEN SCREWED P5 VISIBLE DROP P5GHIDDEN REMOVABLE K5-FN

wood chip

colours

1015 Natural Varnish

White

Black

Grey

*Please check the availability of other colours

POST-PAINTED PLATE:

FINE, natural structure 1.5 mm

ULTRAFINE, natural structure 1 mm 

COARSE, natural structure 3 mm 

EXTRAFINE, natural structure 0.5 mm 

Technical File


